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NOTES:

CONNECTORS PROVIDED WITH POWER SUPPLY ARE MADE UP WITH 10’ PIGTAILS.
RANGE LANTERN, BEAM WIDTH, AND LAMPS DETERMINED BY INTENSITIES RECOMMENDED
BY THE RANGE DESIGN PROGRAM.

POINT TO POINT WIRE RUNNING LIST

FROM

WIRE SIZE (AWG) MAK DISTANCE (FT) T0

IF USING ATON POWER SUPPLY

120VAC BREAKER, LINE

HW ATON PWR SPLY, PIN C

120VAC, NEUTRAL BUS 12 HW ATON PWR SPLY, PIN B
120VAC, GROUND BUS 12 HW ATON PWR SPLY, PIN A
HW ATON PWR SPLY, PIN A 10 10 RANGE LT, C6-181 (+)
HW ATON PWR SPLY, PIN B 10 10 RANGE LT, (G181 (-)
RANGE LT, CG-181 (F) 12 RANGE LT, CG-6P (F)
RANGE LT, CG-181 (L) 12 RANGE LT, CG-6P (L)
RANGE LT, CG-181 (-) 12 RANGE LT, CG-6P (-)

IF USING BATTERY CHARGER
120VAC, BREAKER, LINE 12 BATT CHRGR, LINE IN
120VAC, NEUTRAL BUS 12 BATT CHRGR, NEUTRAL IN
120VAC, GROUND BUS 12 BATT CHRGR, CASE GRND
ED 240 NICAD BATT (+) 10 BATTERY CHARGER (+)
ED 240 NICAD BATT (-) 10 BATTERY CHARGER (-)
BATT CHRGR, 12VDC (+) OUT 10 10 RANGE LT, C6-181 (+)
BATT CHRGR, 12VDC (-) OUT 10 10 RANGE LT, CG-181 (-)
RANGE LT, CG-181 (F) 12 RANGE LT, CG-6P (F)
RANGE LT, (6-181 (L) 12 RANGE LT, CG-6P (L)
RANGE LT, (G-181 (-) 12 RANGE LT, CG-6P (-)

USE ED-400 IF GREATER AUTONOMY IS NEEDED.
USE DAYLIGHT CONTROL FOR NIGHTTIME ONLY OPERATION.

ITEM TYPE SOURCE OF SUPPLY QUANTITY
HW ATON POWER SUPPLY 12vDC, 25A €6-432 1
12VDC BATTERY, NICAD ED 240 SAFT 10 CELLS
12VDC BATTERY CHARGER SCBF100-12-25 €6-432 1
RANGE LT, RL-14 CARLISLE & FINCH ELC 1
12VDC FLASHER €6-493 ELC 1
12VDC LAMPCHANGER €G-6P ELC 1
LAMPS 12vDC, 1.9A ELC 6
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